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Colorado Avenue - Folsom Street to 30th Street

END OF SEPARATE FACILITIES

INTO MIXED-USE PATH.

RECOMMEND DIRECTING

BICYCLISTS TO USE UNDERPASS.

CONNECTION

TO UNDERPASS.

BEGIN EASTBOUND

BUSINESS ACCESS

AND TRANSIT LANE.

WIDEN COLORADO AVENUE TO

ACCOMMODATE DUAL WESTBOUND

LEFT-TURN LANES.

ADDITIONAL RIGHT-OF-WAY

WILL BE REQUIRED.

ADDITIONAL RIGHT-OF-WAY

WILL BE REQUIRED.

ADDITIONAL RIGHT-OF-WAY

WILL BE REQUIRED.

ADDITIONAL RIGHT-OF-WAY

WILL BE REQUIRED.

ADDITIONAL RIGHT-OF-WAY

WILL BE REQUIRED.

ADDITIONAL RIGHT-OF-WAY

WILL BE REQUIRED. MAY

REQUIRE REDESIGN OF

 PARKING LOT.

MAINTAIN SOUTHBOUND

DUAL LEFT-TURN LANES.

MAINTAIN NORTHBOUND

DUAL LEFT-TURN LANES.

INSTALL STAIRS TO

ACCESS BUS STOP.

INSTALL DOUBLE BUFFERED

BIKE LANE FROM REGENT

DRIVE TO 28TH STREET.

REMOVE SIDEWALK ADJACENT TO

COLORADO AVENUE BETWEEN REGENT

DRIVE AND 28TH STREET. DIRECT

PEDESTRIANS TO EXISTING PATH

AROUND PARKING LOT THAT LEADS TO

28TH STREET UNDERPASS.

INSTALL RIGHT-TURN ACCELERATION

AND DECELERATION LANE BETWEEN

REGENT DRIVE AND 28TH STREET.

END WESTBOUND BUSINESS

ACCESS AND TRANSIT LANE

AT 28TH STREET.

ADDITIONAL RIGHT-OF-WAY

WILL BE REQUIRED.

ADDITIONAL RIGHT-OF-WAY

WILL BE REQUIRED.

ADDITIONAL RIGHT-OF-WAY

WILL BE REQUIRED.

ADDITIONAL RIGHT-OF-WAY

WILL BE REQUIRED.

ADDITIONAL RIGHT-OF-WAY

WILL BE REQUIRED.

ADDITIONAL RIGHT-OF-WAY

WILL BE REQUIRED.

END RAISED BIKE LANE

100-FEET PRIOR TO FOLSOM

INTERSECTION FOR MIXING

ZONE.

DIRECT WESTBOUND BIKE LANE TO

EXISTING ON-STREET BIKE LANE.

PARKING PROTECTED BIKE LANES TO

BE CONSIDERED WHEN CU IDENTIFIES

FINAL DESIGN OF COLORADO AVENUE

WEST OF FOLSOM STREET.

INSTALL PROTECTED INTERSECTION AT

REGENT DRIVE. (REFER TO PROJECT

BACKGROUND FOR MORE DETAIL)

MAINTAIN EXISTING

SIDEWALK.

STOP BAR FOR BIKEWAY TO

REDUCE CONFLICT WITH

NORTH-SOUTH CROSSING

PEDESTRIANS.

INTERSECTION CONFIGURATION

(UNDERPASS, SIDEWALKS, BIKE

LANE TRANSITIONS, LANE

ALIGNMENT) CURRENTLY UNDER

DESIGN BY UNDERPASS PROJECT.

REFER TO NORTH 30TH STREET

PLOT FOR DESIGN NORTH OF

COLORADO AVENUE.

REFER TO SOUTH 30TH STREET

PLOT FOR DESIGN SOUTH OF

COLORADO AVENUE.

Proposed cross section A-A

A

A

Business Access and Tranist LaneBus stop and protected bikeway

RED PAVEMENT MARKING IS

ILLUSTRATIVE AND APPLICATION WILL

BE DETERMINED IN FINAL DESIGN.

RED PAVEMENT MARKING IS

ILLUSTRATIVE AND APPLICATION WILL

BE DETERMINED IN FINAL DESIGN.

Bend-In Concept

Bend-Out Concept

INTEGRATE SIDEWALK WITH LANDSCAPE ELEMENTS,

SEATING AND GATHERING SPACES.

Sidewalk with landscape,
seating, and gathering spaces

INSTALL ENHANCED WAYFINDING.

ADDITIONAL DETAILS TO BE

DETERMINED WITH THE

UNDERPASS PROJECT DESIGN.

INSTALL ENHANCED WAYFINDING.

ADDITIONAL DETAILS TO BE

DETERMINED WITH THE

UNDERPASS PROJECT DESIGN.

PLANT STREET TREES AND

SHRUB PLANTINGS WITHIN THE

PROPOSED LANDSCAPE MEDIAN

(TYPICAL)

PLANT STREET TREES AND SHRUB

PLANTINGS WITHIN THE PROPOSED

LANDSCAPE MEDIAN  (TYPICAL)

PLANT STREET TREES AND

SHRUB PLANTINGS WITHIN THE

PROPOSED LANDSCAPE MEDIAN

(TYPICAL)

CONSIDER PARKING LOT

SCREENING, SUCH AS SCREEN

WALL OR VEGETATION.

CONSIDER PARKING LOT

SCREENING, SUCH AS SCREEN

WALL OR VEGETATION.

CONSIDER INSTALLING LANDSCAPE

OR MONUMENTAL ELEMENTS.

REQUIRES STRATEGIC PLACEMENT,

CONSIDER INSTALLING LANDSCAPE

OR MONUMENTAL ELEMENTS.

REQUIRES STRATEGIC PLACEMENT,

INSTALL ENHANCED WAYFINDING FROM

28TH UNDERPASS TO COLORADO

AVENUE BIKEWAYS AND SIDEWALKS.

AT FINAL DESIGN

CONSIDER INSTALLING

VERTICAL MONUMENT.

AT FINAL DESIGN

CONSIDER INSTALLING

VERTICAL MONUMENT.

Green screening for parking or
retaining wallsBus stop shelter and amenities Mobility hubs Enhanced wayfindingExisting cross section
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